SAINT-GOBAIN

Declaration of Performance

DoP - 611180

1. Unigue identification code: Dalapro Premium 611180. Classification according to CE EN-13963 Type 3A

N

Batch identification consist of date and time of production according:
YYYY-MM-DD and batch number

Intended use: Jointing materials for plasterboard

Manufacturer: Scanspac AB, Kemivdgen 7, S-70597 Glanshammar, Sweden
Authorised representative: N/A

System of assessment and verification of constancy of performance: System 3

N o oo AW

Determination of the product type, on the basis of type testing in accordance with EN 13963
a. SP, Swedish Technical Research institute has made ITT on Fire Classification.
Report number: P602832A
European Technical Assessment (ETA): N/A
Declared performance: According to EN 13963

Essential characteristics Performance Harn;:t;icsizfeic;;zt‘;l;nical
Reaction to Eré: = y A2, s1—d-0” 7 EN 13963 T
Flexural strength: >320 N EN 13963
Dangerous substances: NPD* EN 13963

* NPD = No Performance Determined
10. The performance of the product identified in points 1 and 2 is in conformity with the declared performance in
point 9. This declaration of performance is issued under the sole responsibility of the manufacturer identified

in point 4.

Signed for and on behalf of the manufacturer by:
Magnus Cederhammar, R&D

(signature and date of issue)
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